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Torque Wrench Cautions A

1. Do not use torque wrench to loosen tightened fasteners beyond maximum tool capacities.

2. Never use an extension unless authorized by the manufacturer.

3. Torque wrenches are precision instruments — provide adequate storage to protect from damage.
RETURN MICROMETER WRENCHES TO LOWEST SETTING AFTER EACH USE.

4. ALWAYS WEAR APPROVED EYE PROTECTION.
















































“Click” Type Torque Sensing Wrenches

Interchangeable Head “B” Size Series

CH-75F

I Designed for higher torque applications than “A” size series.

I Accept a variety of head configurations to suit many fastener
requirements.

B Common center principal allows simple exchange or replacement
of heads without need for recalibration.

I Choice of micrometer adjustable or single setting (preset) models
with same “click” action and features as “A” series wrenches.

I Accuracy is £4% of setting right hand and 6% of setting left
hand within upper 80% of scale.

CHB-110

[ Calibration certificate can be requested when ordering.

Micrometer Adjustable Wrench - “B” Size

b | Nm | ftb | Nm | in_| mm | b | kg |
CH-75F* 15-75 20.3-102 0.5 0.7 14.0 355.6 2.0 0.9
CH-150F* 30-150 40.7-203 1.0 1.4 17.1  435.0 2.5 1.1
*Note: Dual Scale Models: Either in.-Ib./Nm graduations, or ft.-Ib./Nm graduations.

Single Setting (Preset) Wrench - “B” Size*

Range
| _inb. [ Nm [ _ftb.[ cmkg [ in_[ mm b kg]
CHB-55  100-500  11-55  8-40 112-560 825 209.6 1.0 0.5

CHB-85 150-750 17-85 12.5-62.5 172-860 10.5 266.7 1.3 0.6
CHB-110 200-1000  22-110 16-80 224-1120 12,5 3175 15 0.7
CHB-170 300-1500  34-170 25-125 346-1730 14.25 362.0 1.7 0.8
CHB-225 400-2000  45-225 33-165 460-2300 16.25 4128 1.9 0.9

NOTE: Single setting wrenches do not have a scale and must be set on torque tester.
When ordering these preset tools, specify desired torque setting.




“Click” Type Torque Sensing Wrenches

“B” Size Interchangeable Heads

12 Point Flare Nut 12 Point Box U.S. Standard “B”

U.S. Standard “B”
Open End U.S. Standard  “B” i | inib. | ftib. | Nm |
Size [in-b. | ft-lo. [ Nm | o : 1/2 LB164 550 46 62
1/2 LF164 200 17 23 : 9/16 LB184 770 64 87
9/16  LF184 275 23 31 12 OP 164 550 46 62 5/8 LB 204 1100 92 124
5/8 LF204 325 27 37 916 OP184 770 64 87 11/16 LB 224 1375 115 155
11/16 LF224 396 33 45 5/8 OP204 1100 92 124 3/4 LB 244 1650 138 186
1 LF324 1000 83 113 13/16 OP 264 2100 175 237 15/16 LB 304 2100 175 237
11/8 LF364 1000 83 113 7/8 OP 284 2100 175 237 1 LB 324 2100 175 237

15/16 OP 304 2100 175 237 11/16 LB344 2100 175 237
1 OP324 2100 175 237 11/8 LB364 2100 175 237
11/16 OP 344 2100 175 237 . .
11/8 OP364 2100 175 237 12 Point Box Metric “B”
13/16 OP 384 2100 175 237
11/4 OP404 2100 175 237 Size " [inab. [ feeib [ Nm |
12mm MB124 434 36 49
Open End Metric “B” 13mm MB134 549 46 62
Ratcheting Square Drive “B” Opening 14mm MB144 761 63 86
SR m L
Size [ inb. | ftb. | Nm | 12mm MO 124 434 36 49 16mm MB 164 1097 92 124
3/8 RS 124 1199.25 99.94 135.6 13mm MO 134 549 46 62 17mm MB 174 1230 103 139
1/2 RS 164 1992.0 166.0 225.0 14mm MO 144 761 63 86 18mm MB184 1372 114 155
15mm MO 154 920 77 104 19mm MB 194 1646 137 186
Rachet Repair Kits 16mm MO 164 1097 92 124 20mm  MB204 1921 160 217
17mm MO 174 1230 103 139 2zmm MB 224 2100 175 237
RS124 T702KR 18mm MO 184 1372 114 155
RS164 T153KR 19mm MO 194 1646 137 186

20mm MO 204 1921 160 217
22mm MO 224 2100 175 237

36mm MO 364 2100 175 237 Bit Holders
825 1/4 1/4

SAE Size Sockets Metric Size Sockets M-825 1/4 1/4 Magnetic
T W63 R

3108 3/8 1/4 10mm13 3/8 10mm 858 1/2 1/4

3110 3/8 5/16 11mm13 3/8 11mm M-858 1/2 1/4 Magnetic

3112 3/8 3/8 12mm13 3/8 12mm

3114 3/8 7/16 13mm13 3/8 13mm

3116 3/8 1/2 14mm13 3/8 14mm

3118 3/8 9/16 15mm13 3/8 15mm

3120 3/8 5/8 16mm13 3/8 16mm Adapters

5110 1/2 5/16 13mm15 1/2 13mm

5112 12 3/8 14mm15 1/2 14mm e | R

5114 1/2 7/16 15mm15 1/2 15mm EX-254 3/8

5116 1/2 1/2 16mm15 1/2 16mm EX-503 3/8 1/2

5118 1/2 9/16 17mm15 1/2 17mm EX-375 1/2 3/8

5120 1/2 5/8 18mm15 1/2 18mm EX-623 1/2 5/8

5122 1/2 11/16 19mm15 1/2 19mm EX-751 1/2 3/4

5124 1/2 3/4 20mm15 1/2 20mm Gy

- 8/4 5/8 ZLL 12 ZJil VTe?di?sﬁn? ?eggf:-o adBapters to cfilSezw?th

7124 3/4 3/4 19mm17 3/4 19mm “B” handles to meet specific applications.

7128 3/4 7/8 21mm17 3/4 21mm I

7130 3/4 15/16 22mm17 3/4 22mm 11—

7132 3/4 1 14mm17 3/4 24mm '

30mm17 3/4 30mm |

NOTES: 1. “A” series drive heads are not interchangeable with “B” series heads.
2. Utica torque heads when used with Utica torque wrenches, meet the accuracy statements for Utica wrenches. |
We cannot guarantee accuracy when other manufacturers heads or wrenches are interchanged with a Utica part. <«—2.9" total —>
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Torqgue Accessories

Torque Analyzers

I Ideal for setting torque on pneumatic tools
I Accuracy of +/- 1% to nearest increment
M English or metric scale

I Quick brake release

[ Easy to read dial

P-15 Torque Analyzer
Order
-lﬂ-

P-15 2 in.-lbs. 5-150 in.lbs. 203 5 127 18 457 23 10.4 810002PT
MP-15 (metric) 5 cm-kg 5-173 cm-kg 8 203 5) 127 18 457 23 104 810151
General

Drive Size: 5/16” male hex



General Accessories

Apex Fastener Tools

ArEx

Quality Fastener Tools

For more than half a century Apex has main-
tained the position of world leader in industrial
fastening tools. Many power and insert bits,
socket combinations and other drivers/adapters
pioneered by Apex have today become indus-
try standards, while Apex quality, service and
selection give you unsurpassed value.

B More Quality For Your Money

Apex quality starts with the selection of raw
materials. Only carefully chosen, high grade
tool steel is used to make Apex industrial
fastener tools. Next, each tool is precision
machined from solid bar stock to exact-

ing standards of accuracy. You always get a
snug, secure fit — a fit that is not possible from
stamped tools.

Finally, each Apex fastener tool is tempered
with our exclusive heat treating process. During
this step the degree of hardness is determined
based upon the application.

B Fast Delivery

All Apex standard catalog items are available
off-the-shelf for immediate delivery. If you need
special assistance with your order, your Apex
manufacturer’s representative can handle any
questions your may have.

m Special Orders
Apex offers the broadest selection of

SOCKET HEAD

cé§§
screw driver and nut runner tools available, TR' e croren “EAD ﬁ
from bits, sockets and universal wrenches @smwao @

to extensions, adapters and nut setters. If you
have a special application, contact your Apex * PHILLIPS ACR® SEL-O-FIT® @
representative. We may have what you need Toro- SET@ \_,)
in stock, or can design and produce special

fastener tools for aimost any application. =< PH'LL'PS

B Ordering Information Q *
Apex products are distributed world-wide.
For a catalog of the complete line of Apex

FREARSON

quality fastener tools or to locate your near-
est Apex distributor, visit our website at
www.apex-tools.com.

Registered Trade Marks: HI-TORQUE, Voi-Shan; TORX, Camcar Division of Textron; ACR, POZIDRIV, TORQ-SET and TRI-WING, Phillips International Co.; SUPADRIV, EIS (Fasteners) LTD.;
SEL-O-FIT, FLIP-TIP, and Apex, Apex Tool Group, LLC.
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Conversion Tables

Millimeter — Decimal — Fraction

0.100 .0039 5859 .2031 13/64 10.300 .4055 15.400 .6063 20.400 .8031

0.200 .0079 5.200 .2047 10.319 .4063 13/32 15.478 .6094 39/64 20.500 .8071

0.300 .0118 5.300 .2087 10.400 4094 15.500 .6102 20.600 .8110

0.397 .0156 1/64 5.400 .2126 10.500 4134 15.600 .6142 20.638 .8125 13/16
0.400 .0157 5.500 .2165 10.600 4173 15.700 .6181 20.700 .8150

0.500 .0197 5.556 .2188 7/32 10.700 4219 15.800 .6220 20.800 .8189

0.600 .0236 5.600 .2205 10.716 4219 27/64 15.875 .6250 5/8 20.900 .8228

0.700 .0276 5.700 2244 10.800 4252 15.900 .6250 21.000 .8268

0.794 .0313 1/32 5.800 .2283 10.900 4291 16.000 .6299 21.034 .8182 53/64
0.800 .0315 5.900 .2323 11.000 4331 16.100 .6339 21.100 .8307

0.900 .0354 5.953 2344 15/64 11.100 4370 16.200 .6378 21.200 .8307

1.000 .0394 6.000 .2362 11.113 4375 7/16 16.272 .6406 41/64 21.200 .8346

1.100 .0433 6.100 .2402 11.200 .4409 16.300 .6417 21.300 .8386

1.191 .0469 3/64 6.200 .2441 11.300 .4449 16.400 .6457 21.400 .8425

1.200 .0472 6.300 .2480 11.400 .4488 16.500 .6496 21.431 .8438 27/32
1.300 .0512 6.350 .2500 1/4 11.500 4528 16.600 .6535 21.500 .8465

1.400 .0551 6.400 .2520 11.509 4531 29/64 16.669 .6563 21/32 21.600 .8504

1.500 .0591 6.500 .2559 11.600 4567 16.700 .6575 21.700 .8543

1.588 .0625 1/16 6.600 .2598 11.700 .4606 16.800 .6614 21.800 .8583

1.600 .0630 6.700 .2638 11.800 .4646 16.900 .6654 21.828 .8594 55/94
1.700 .0669 6.747 .2656 17/64 11.900 .4685 17.000 .6693 21.900 .8622

1.800 .0709 6.800 2677 11.906 .4688 15/32 17.066 6719 43/64 22.000 .8661

1.900 .0748 6.900 2717 12.000 4724 17.100 6732 22.100 .8701

1.984 .0781 5/64 7.000 .2756 12.100 4764 17.200 6772 22.200 .8740

2.000 .0878 7.100 2795 12.200 .4803 17.300 .6811 22.225 .8750 7/8
2.100 .0827 7.144 .2813 9/32 12.300 4843 17.400 .6850 22.300 .8780

2.200 .0866 7.200 .2835 12.303 4844 31/64 17.463 .6875 11/16 22.400 .8819

2.300 .0906 7.300 .2874 12.400 .4882 17.500 .6890 22.500 .8858

2.381 .0938 3/32 7.400 .2913 12.500 4921 17.600 .6929 22.600 .8898

2.400 .0945 7.500 .2953 12.600 4961 17.700 .6968 22.622 .8906 57/64
2.500 .0984 7.541 .2969 19/64 12.700 .5000 1/2 17.800 .7008 22.700 .8937

2.600 .1024 7.600 .2992 12.800 .5039 17.859 .7031 45/64 22.800 .8976

2.700 .1063 7.700 .3031 12.900 .5079 17.900 .7047 22.900 .9016

2.778 .1094 7/64 7.800 3071 13.000 .5118 18.000 .7087 23.000 .9055

2.800 .1102 7.900 .3110 13.097 .5156 33/64 18.100 7126 23.019 .9063 29/32
2.900 .1142 7.938 .3125 5/16 13.100 .5157 18.200 7165 23.100 .9094

3.000 .1181 8.000 .3150 13.200 5197 18.256 .7188 23/32 23.200 .9134

3.100 .1220 8.100 .3189 13.300 .5236 18.300 .7205 23.300 9173

3.175 .1250 1/8 8.200 .3228 13.400 .5276 18.400 7244 23.400 .9213

3.200 .1260 8.300 .3268 13.494 .5313 17/32 18.500 7283 23.416 .9219 59/64
3.300 .1299 8.334 .3281 21/64 13.500 .5315 18.600 7323 23.500 .9252

3.400 .1339 8.400 .3307 13.600 .5354 18.653 7344 47/64 23.600 .9291

3.500 .1378 8.500 .3346 13.700 .5394 18.700 .7362 23.700 .9331

3.5672 .1406 9/64 8.600 .3386 13.800 .5433 18.800 7402 23.800 .9370

3.600 1417 8.700 .3425 13.891 .5469 35/64 18.900 7441 23.900 .9409

3.700 .1457 8.731 .3438 11/32 13.900 5472 19.000 .7480 24.000 .9449

3.800 .1496 8.800 .3465 14.000 5512 19.050 .7500 3/4 24.100 .9488

3.900 .1535 8.900 .3504 14.100 .5551 19.100 7520 24.200 .9528

3.969 .1563 5/32 9.000 .3543 14.200 .5591 19.200 .7559 24.209 .9531 61/64
4.000 1575 9.100 .3583 14.288 .5625 9/16 19.300 7598 24.300 .9567

4.100 .1624 9.128 .3594 23/64 14.300 .5630 19.400 .7638 24.400 .9606

4.200 .1654 9.200 .3622 14.400 .5669 19.447 .7656 49/64 24.500 .9646

4.300 .1693 9.300 .3661 14.500 .5709 19.500 7677 24.600 .9685

4.366 1719 11/64 9.400 .3701 14.600 .5748 19.600 7717 24.606 .9688 31/32
4.400 732 9.500 .3740 14.684 .5781 37/64 19.700 7756 24.700 9724

4.500 1772 9.525 .3750 3/8 14.700 5787 19.800 7795 24.800 9764

4.600 .1811 9.700 .3819 14.800 .5827 19.844 .7813 25/32 24.900 .9803

4.700 .1850 9.800 .3858 14.900 .5866 19.900 .7835 25.000 .9843

4.763 .1875 3/16 9.900 .3898 15.000 .5906 20.000 7874 25.003 .9844 63/64
4.800 .1890 9.922 .3902 25/64 15.081 .5938 19/32 20.100 7913 25.100 .9882

4.900 .1929 10.000 .3937 15.100 .5945 20.200 7953 25.200 9921

5.000 .1969 10.100 .3976 15.200 .5984 20.241 .7969 51/64 25.300 .9961

5.100 .2008 10.200 4016 15.300 .6024 20.300 7992 25.400 1.000 1










